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Components of the Install – diagram below
1. Toby Box – is installed by B4RN engineers as close to your boundary as possible
2. Orange 7mm dia. conduit – to be installed by the householder underground. Where passing across 

driveways/more vulnerable areas an additional 15 dia. conduit can be installed through which the 
7mm will be fed

3. Black 7mm conduit that feeds from underground up the side of the house. This must be black for UV 
protection

4. External and internal wall boxes with connecting hole & conduit through wall. Installed by Levens
installer

5. Router in the house with fibre connection to internal wallbox.

Ideal sequence of events
1. Agree with Levens volunteer your 

proposed route to dig and install . 
Measure length of orange and black 
conduit required.

2. Household digs trench and installs 
orange conduit, up to house wall

3. Household or Levens installer 
connects black conduit and runs up 
house wall.

4. Levens installer installs “house kit” 
external box, drill through house 
wall, install internal box, run fibre 
through wall between boxes.

5. B4RN contractors dig routes around 
village, install Toby boxes and 
connect conduit to each home.

6. B4RN ‘blow’ fibre through conduit 
to the home and deliver router. 
Contract signed
Connection go-live
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Materials
Black and Orange conduit supplied by Levens volunteer
Wallboxes will be delivered by the Levens installer
Toby box and router supplied by B4RN

Any other materials needed are the responsibility of the 
householder.


